Backfill
Pipe Size (mm)
At Pipe Crown (m3/m) *K Factor for Backfill Above Pipe Crown
68-mm x 13-mm Corrugation Profile
300 0.18 1.68
375 0.23 1.85
450 0.29 2.03
525 0.34 2.20
600 0.40 2.38
675 0.47 2.55
750 0.54 2.74
825 0.65 3.00
900 0.77 3.27
1050 1.04 3.80
1200 1.35 4.33
1350 1.70 4.86
1500 2.09 5.39
1650 2.52 5.92
1800 2.99 6.45
1950 3.50 6.98
2100 4.05 7.51
75-mm x 25-mm or 125-mm x 25-mm Corrugation Profile
900 0.81 3.36
1050 1.09 3.89
1200 1.40 4.42
1350 1.76 4.95
1500 2.16 5.48
1650 2.60 6.01
1800 3.07 6.54
1950 3.59 7.07
2100 4.15 7.60
2250 4.75 8.13
2400 5.39 8.66
2550 6.07 9.19
2700 6.79 9.72
2850 7.55 10.25
3000 8.35 10.78
3150 9.19 11.31
3300 10.08 11.84
3450 11.00 12.37
3600 11.96 12.90

* Structure Backfill Quantity (m*/m) Above Pipe Crown = (Tc/2)[K+(Tc/6)]
T = Trench Cover Depth (m), See 715-BKFL Series in the INDOT Standard Drawings.

METHOD 1-STRUCTURE BACKFILL QUANTITIES
(Circular Corrugated Interior Pipe)

Figure 17-2F




